


PHYSICAL DIMENSIONS  

SIZE 

PALM 
WIDTH  

 

LENGTH  

THICKNESS 
AT PALM  

 

THICKNESS AT 
FINGER   

THICKNESS AT 
CUFF  

SMALL  3.0”- 3.4” 12” 5.5 mil 6.3 mil 4.8 mil 

MEDIUM 3.4”- 3.8” 12” 5.5 mil 6.3 mil 4.8 mil 

LARGE 3.8”- 4.2” 12” 5.5 mil 6.3 mil 4.8 mil 

X-LARGE 4.2”- 4.6” 12” 5.5 mil 6.3 mil 4.8 mil 

INSPECTION 
LEVEL/ AQL  

ASTM D 3767, ASTM D 6319  

S2/AQL 4.0 

XX-LARGE 4.9”-5.1” 12” 5.5 mil 6.3 mil 4.8 mil 

X-SMALL 2.6”- 3.0” 12” 5.5 mil 6.3 mil 4.8 mil 

The informa on on this document is a guideline of typical values and characteris cs of the product  

QUALITY & CONFORMITY 

CHARACTERISTIC VALUE TEST METHODS  

Freedom from holes 
and liquid penetration 

GI/AQL  1.5   ASTM D3578, D5151, F1671  

Major Visual Defects GI/AQL  2.5  ASTM D3578  

Minor Visual Defects GI/AQL  4.0  ASTM D3578  

Residual Powder <2.0 mg/glove ASTM D6124  

TENSILE  
PROPERTIES 

TENSILE 
STRENGTH  

ULTIMATE  
ELONGATION  

 

Before aging 

After accelerated  
aging 

>14 Mpa 

>14 Mpa 

500% nominal 

400% nominal 

ASTM D412a 

ASTM D412a & D573 

50 GLOVES PER BOX 10 BOXES PER CASE 500 GLOVES PER CASE 

WE HELP MEET YOUR 
SUPPLIER  

DIVERSITY NEEDS 
Advetage Solutions is a 

CertiÕed Disabled Veteran 
Owned Small business and 
a SBA 8 (a) CertiÕed Small 

Business 

Size Product # 

X-SMALL UV80CSE500 

SMALL UV81CSE500 

MEDIUM UV82CSE500 

LARGE UV83CSE500 

X-LARGE UV84CSE500 

XX-LARGE UV85CSE500 
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